
automotive service equipment

AQUILA
AS 944 

AS 944 TI



1 2

410 mm

3

AS944 is a super-automatic tire changer for car, racing and van wheels 
from 10” to 26” in diameter and 14” wide. Solid and sturdy, it is espe-
cially suitable for intensive use. The high quality of the components used 
and severe tests implemented make this machine extremely reliable and 
minimize maintenance costs. The AS944 is available upon request with 
two rotation speeds (6.5 - 15rpm) and tubeless tire inflation device. It 
can also be equipped with the Super RM device, as well as the approved 
kit for mounting and demounting Michelin, Pirelli, Goodyear e Dunlop Pax 
System wheels.

1. 
The optional AIRTRONIC electronic inflation device allows automatic tire 
inflation with pre-setting of the pressure of choice up to a maximum of 4 
bar. The device is extremely user-friendly and combines safety with inflation 
precision. If the pressure delivered is not sufficient to seat the tire beads, 
it can be gradually increased manually until the operation is successfully 
completed. AIRTRONIC is installed directly on the tire changer, but is also 
available in a version for wall-mounting.

2.
Sliding tool with increased cross-section (60 x 60mm) for greater torsional 
rigidity when force is applied. The column has a broached head with roller 
for a smoother horizontal shaft stroke, and is adjustable to maintain per-
formance over time.
i.
The special quick release device (optional) allows a very rapid al-
ternation of the various types of tool (plastic, steel, for motorcycles and 
scooter wheels).

3.
The bead breaker arm allows an opening up to 410 mm, and is fitted 
with a stroke regulator to eliminate the risk of crushing the tire. The bead 
breaker generating a power of 15500 N on the blade. 

4 - 5. 
The AS944 has a new-concept turntable with mechanism designed to as-
sure high performance over time. In spite of the breadth of its working 
range (10”- 26”), the turntable is compact and has 2 working positions: 
the first from 10” to 23”, the second from 13” to 26”.

6 - 7. 
A series of optional accessories is available to work on passenger wheels 
up to 26” and on motorcycle and scooter wheels up to 23”.
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photo of AS944 complete with optional accessories Super RM, RM1, RM2, RM3, Airtronic and the wheel lifter SL80 A.
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 Technical data 

  Standard accessories  Clamp opening (hold from inside 
rim) 13˝ - 26˝ 

 Clamp opening (hold from outside 
rim) 10˝ - 24˝ 

 Bead breaker force 15500 N

 Max. opening of bead breaker 
blade 410 mm

 Operating pressure 10 bar

 Electrical three-phase 
motor 230/400V 50/60Hz 0,75kW

 Electrical single-phase 2V 
motor 230V 50/60Hz 0,75kW

 Electrical single-phase 
motor 115/230V 50/60Hz 0,75kW

 Max. tyre diameter 1040 mm

 Max. wheel width 14”

 Turntable torque 1200 Nm

Clamp rotation
8 rpm 
6-15 rpm (2V)

Weight 
274 kg
288 kg (TI)

 Dimensions 

Kit SUPER RM (optional)  Kit SUPER RM (optional)

The company reserves the right to modify the technical specifications of its products at any time.
by Marketing - DPMF000152 -  I-UK - 11/10.




